
ADJUSTABLE
PALLET RACKING 
GUIDE









•	 Common pallet size in Europe

•	 Stored on beams with 800mm width 		
	 front facing 

•	 1200 deep, stored using 1100mm 
	 deep frames 

•	 Common pallet size in UK

•	 Stored on beams with 1200mm width 		
	 front facing 

• 1000 deep, stored using 900mm 
	 deep frames 

•	 This is the same size as EUR2 pallet but 	
	 rotated for loading with 1000mm width 	
	 front facing. 

• Stored on 1000 width front facing 

• 1200 deep, stored using 1100mm 
	 deep frames 

Pallet 
Specification

Selecting 
Bay Sizes&

Eur1 pallet, or Euro-Pallets
Beam
Width

Beam
Width

Beam
Width

Frame
Depth

Frame
Depth

Frame
Depth

Eur2 pallet, or UK/Industrial Rotated Pallet

Eur3 or UK/Industrial Pallet

1200mmDeep

150mm
High

1000mm

Wide

1200mm

Deep

150mm
High

800m
mW

ide

150mm
High

1200mm

Wide
1000mmDeep

���

���

����

��� ���

����

��� ��� ���

����

��� ��� ��� ��� ����

����

���

��������

����

����

����

����

���� �������� ���� ���

��������

����

����

����

����

���� �������� ����

����

��������

����

����

����

����

���� ���� �������� ����

��������

����

����

����

����

���� ���� ��������



Structural Components

A Posts
•	 The main components of the 		
	 frame used in pairs to carry load

•	 Standard-duty and heavy- duty 	
	 posts available from stock

•	 More beam levels and greater 	
	 loads require a greater frame   	
	 load 	capacity

B Bracing
•	 Secondary frame component 	
	 that provides structural rigidity 	
	 between posts

•	 Horizontal and diagonal bracing   	
	 is bolted into posts

•	 Bracing sizes determine the  		
	 frame depth

A

C

B

D

 C Footplates 
	  and Fixings
•	 Steel plates spread the vertical load 	
	 acting on the floor 

•  Floor fixing anchors 

•  Holes provide floor fixing positions 

•  Shim plates stacked under the 	
	 footplate to ensure that frames 
 	 are vertical 

 D Beams
•	 Beams are horizontal components 	
	 that create levels

•	 Always used in pairs front and back 	
	 to support pallets
•	 Load capacity dependent upon 	
	 beam length and profile – specified 	
	 in kg per pair (UDL)
•	 Beam sections are available in 	
	 various thicknesses

 E Box Section Beams
•	 Box beams for pallet storage 		
	 stocked in various lengths

•	 Decking materials are optional  	
	 with this type of beam 

 F Z-Section Beams
•	 Z Section beams must be fitted 	
	 with shelf decking for hand loaded 	
	 storage only

G Security Pins
•	 Beams locate easily into tapered  	
	 post slots

•	 Beam security pin is fitted at each 	
	 connection

•	 Pins minimise accidental 		
	 dislodgement of beams 
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Bay Widths
The width of pallets you store will determine the pallet racking beam lengths needed. Flair stocks
a wide range of standard beam lengths allowing you to store up to 4 pallets per level. Pallets are 
supported on a pair of beams and must overhang beams by 50mm front and back. 

Frame Heights
Flair stocks a wide range of frame heights
up to 6m and are available with standard or 
heavy-duty frames and beams depending on 
the load capacity and configuration. 

Frame Depths
Posts are combined with bracing to make 
frames that are suitable for the pallet type. For 
starter bays two frames are required. After that, 
the frames share the load of adjacent bays and 
require only one frame. 
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Features
Adjustable pallet racking can be used safely in ambient, chilled or frozen goods areas down 
to -35ºC. It is not suitable for use outdoors without additional finishing.

* The clear entry between frame uprights is 
normally 10mm wider than the beam length.






